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Spirals
Products are placed in spirals and are dispensed on a first-in-first-out basis. 
Shelves and spirals are made from highly-polished stainless steel. Typical layout examples
are shown below, although many other options are possible to suit your particular needs. 

Chutes 
With the flexible Sielaff chute system, the SP 1300 can be supplied with up to 6 
narrow chutes. DC chute motor with high torque. PET or glass bottles or cans can be
arranged 2, 3 or 4 deep, depending on product size and shape. 

Baguette holders 
By combining spirals and specially developed holders, baguettes can be optimally 
displayed and vended. Up to 90 baguettes can be accommodated using this feature in the
SP 1300 LM.

Multiflex pusher
The bolt-on can be fitted with Multiflex pushers for optimum vending of Tetra-Paks up to 1
litre for example. 

SP 1300 and a few of its
combinationsÉ

You decide what is best for
your site. Here are a few 
examples, but we would be
more than happy to help you
to find the right combination
for your needs. 

S† 1500 + SP 1300 FK S† 2020 LM + SP 1300 S†FS 1500 + SP 1300 LM



Note: When placing an order, please specify the product(s) to be vended. 
Sielaff reserves the right to amend technical information contained in this leaflet without prior notice.

Date: 12/2008

Technical Data

SPÐS† (snacks/confectionery)
SPÐLM (fresh food < +4 ¡ C)
15 spirals

S†-container
Capacity SelectionsProd. Shelves
6 Container 36 540 6

18 270 5
15 225 6
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Type FK, S†, LM SP 1300
Design version Basic version
Dimensions (h x w x d, mm) 1,830 x 600 x 880
Weight approx. 280 kg
Cabinet white, RAL 9010 or black 9005
Front/Door white, RAL 9010 or black 9005
Delivery pocket frame black, RAL 9005 or black 9005
Connection and consumption data:
Current and power usage 400 W
Power usage 230 V
Frequency 50 Hz
Current 16 A
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SPÐFK (Drinks)

FK-Chutes Selections 0.33 l can 05 l PET
Capacity Drinks 4 deep 2 deep
SP 1300 max. 6 6 N = 384 6 N = 192

N = narrow chute

Sielaff GmbH & Co. KG  
Automatenbau 
MŸnchener Str. 20 
D-91567 Herrieden 
Tel: +49 98 25 / 18-0 
Fax: +49 98 25 / 18-155
E-Mail: export@sielaff.de
Internet: www.sielaff.com

Sielaff UK Ltd
Unit 1 Westgate Trading Estate
Aldridge
Walsall, West Midlands
GB-WS9 8EX 
Telephone: +44 1922 743010
Telefax: +44 1922 743659
Email: info@sielaff.co.uk
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Bolt-on units for 
fresh food < +4¡C, 
confectionery/snacks or
drinks in combination 
with FS or S† vendors.  

SP
1300

INCREASE YOUR  
POTENTIAL
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The Concept
Sielaff's SP range of bolt-ons has 
been developed to increase the 
number of products offered to a site. 
It is a slave of a master vending
machine from the FS or S† range.
Depending on the siteÕs requirements the SP
can be configured with:

Cold beverage columns: SPÐFK
Spirals for snacks/confectionery: SPÐS† 
Cooling unit for fresh food items 
at <+4¡C: SPÐLM

SP 1300:Improve your bottom line!

SP
1300 LM-version: Vending will be 

prevented if the temperature rises too
high

Optional Extras:

Available with multiflex pushers for 
optimum vending of Tetra-Paks up to 
1 litre or other packaged products not
suitable for spiral vending

Baguette supports for optimal 
presentation and delivery of baguettes 
(LM-version)

Numerous security options available

Compact push-in cooling unit with 
thermostat, independent from the
cooling unit in the master machine;
electronic temperature control in the
LM-version

Separate mains connection

Modular system is service and 
environment-friendly

Machine base constructed to facilitate
transportation without pallet

LM-version: suitable for fresh food
items (<+4¡C) throughout the chilled
section

Module may be connected to a
master FS 1500, FS 2020, S† 1500
and S† 2020

Uses the selection keypad of the
master machine

Payment system is in the master
machine

Master: SMD-vending machine 
controller with flash eprom (software
upload does not require eprom
change, but can be carried out using
a programming unit, handheld 
computer, PC or via telemetry
connection)

The finest technology available

SP 1300 FK SP 1300 S† SP 1300 LM

Cabinet in RAL9010 (white)
Kick plates and delivery pocket frame in RAL 9005 (black)
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Black container walls with heigth-
adjustable stainless steel shelves to 
enhance product presentation

Adjustable container walls offer the
flexibility to accommodate most 
products

Available with three to six moveable
shelves

Other versions upon request

SP 1300: e.g.
Ð 6 spiral container, maximum

18 selections, 5 shelves
Ð 6 spiral container, maximum 

36 selections, 6 shelves

Each confectionery shelf has its
own central plug-in unit
High-performance drive motor

Fresh Food (LM)
< +4¡ C throughout the chilled 
section 

Energy-efficient high-performance
chilling unit with optimised air 
circulation

Vending is prevented if the temperature
rises above the approved level 

Temperature display

Confectionery / Snacks  (S†)
Drink machine (FK)

Flexible delivery system, maximum 6
narrow chutes (85 mm) possible

Delivery system with DC-motors

Single depth, double depth, triple depth
and 4-deep chutes for vending PET,
glass bottles or cans, up to 0.5 l

SP 1300 S† SP 1300 FKSP 1300 LM



The confectionery containers are equipped with the maximum number of motors and drink chutes, e. g. 0.5 l PET bottles. In order to connect an SP-unit special preparation of the
master is required. It is then a plugÕn play solution. All SP 1300 versions can only be supplied with the number of shelves and maximum number of motors stated above. 

FK 6 chutes max.

Bolt-ons Master machines

S† 1500

S†/LM 6/36

S†/LM 6/18

S†/LM 5/18

S†/LM 3/18

FS 1500 FS  1500 S† 2020 FS 2020 FS 2020 FS 2020 FS 2020 FS 2020

3 spiral, 18 motors
4 chutes max.

4 spiral, 24 motors
3 chutes max. 10 spiral , 60 motors

3 spiral, 18 motors,
6 chutes max.

4 spiral, 24 motors,
5 chutes max.

5 spiral, 30 motors,
6 chutes max.

6 spiral, 36 motors,
5 chutes max.

3+3+3, 54 motors
5 chutes max.6 spiral, 36 motors

MASTER MACHINESSP 1300

Combination 
possible:

= YES
= NO


